


Audio
Built-in Speaker 5W x 1

OSD
On Screen Display Language Arabic/Bulgarian/ Croatian/ Czech/ Danish/ Dutch/ English/ Finnish/ French/ German/ Greek/ Hindi/ Hungarian/ Italian/ Indonesian/ 

Japanese/ Korean/ Norwegian/ Polish/ Portuguese/ Romanian/ Russian/ Simplified Chinese/Spanish/ Swedish/ Turkish/ Thai/ 
Traditional Chinese (30 Languages)

BenQ DLP Projector W1800

2 Year Onsite Warranty for Projector. Lamp Warranty of 1 year or 1000 Hrs whichever is earlier

9B Building, IIIrd Floor, DLF Cyber City, DLF Phase III, Gurgaon, Haryana, India - 122002,
Tel: +91 124-4501400, Fax: +91 124-4501400
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Display
Projection System
DMD type
Native Resolution
Brightness
Contrast Ratio*
Display Color
Aspect Ratio
Light Source
Light Source life*

DLP
0.47"
4K UHD (3840 x 2160) 
2000 ANSI Lumens
10,000:1
10 Bits (1,07 billion colors)
Native 16:9 (2 aspect ratio selectable)
Lamp
Normal 4000 hours
Economic 10000 hours
SmartEco 8000 hours
Lamp Save 15000 hours

Compatibility
Resolution Support
Horizontal Frequency
Vertical Scan Rate
HDTV Compatibility
Video Compatibility

VGA (640 x 480) to 4K UHD (3840 x 2160)
15K-135KHz
23-240Hz
480i, 480p, 576i, 576p, 720p, 1080i, 1080p, 2160p
N/A

Accessories
Accessories (Standard) Remote Control w/ Battery x 1 (RCV017)

Power Cord (by region) x 1(1.8m)
Quick Start Guide
Warranty Card (by region)

Accessories (Optional) BenQ HDMI Video Streaming (QS01) x 1 (5J.JH314.001)
Spare Lamp Kit (5J.JNL05.001)
3D Glasses

Operation Condition
Noise Level(Normal/Eco)
Operating Temperature

34/28 dBA
0~40 degrees (Celcius)

Dimension and Weight
Product Dimensions (WxHxD)
Product Weight

312mm x 110mm x 246mm (w/ adjustment feet)
3.1kg

Power
Power Comsumption(Max/Normal/Eco)
Standby Power Comsumption
Power Supply

380W/310W/215W
< 0.5W Max. at 100 ~ 240VAC
VAC 100 ~ 240 (50/60Hz)

Optical
Throw Ratio
Zoom Ratio
Keystone Correction
Projection Offset
Projection Size (Clear Focus / Maximum)

1.127 - 1.46 (100" @ 2.5 m)
1.3x ±2%
2D, (Auto)Vertical, Horizontal Keystone, Picture Rotation +/- 30°
110%±3% 
60" ~ 200"

Special Feature
Security
Feature

Security Bar
HDR10 / HLG, 3D, 3D Keystone


